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MOBILE pro
Application range from 100 mm – 2500 mm

Cubix 300
Electric cable drum with up to 300 m camera cable

•	 Control panel with status display
•	 Foil buttons for the operation from the rear area
•	 Integrated carrying handles
•	 Electric brake
•	 Cross lead spindle for cable winding
•	 Remote control (optional)
•  	 100 – 250 V AC (50/60 Hz), max. 600 W
•	 Dimensions: 425 x 425 x 480 mm
•	 Weight: 50 kg incl. 300 m cable

C 100 + KS 60 DB
Crawler C 100 from 100 mm – 600 mm

•	 Automatic/manual steering function
•	 Reverse sensor synchronised with cable drum
•	 Quick connect for the camera
•	 Mechanical height adjustment of camera
•	 Dual-axis inclination sensor

Camera KS 60 DB
•	 Resolution: more than 540 TV lines
•	 Wide angle lense with zoom
•	 Upright picture via macro control
•	 Power LEDs
•	 Laser diodes for precise measuring
•	 Wireless additional illumination
• 	 Manual/automatic focus control

C 135 + KS 135 C
Crawler C 135 from 135 mm – 2500 mm

•	 Automatic/manual steering function
•	 Reverse sensor synchronised with cable drum
•	 Quick connect for the camera
•	 Electric lift, optional with reverse camera
•	 Dual-axis inclination sensor 

Camera KS 135 C
•	 Resolution: more than 530 TV lines
•	 Zoom 10x optical, 12x digital
•	 Upright picture via macro control
•	 Power LEDs
•	 Laser diodes for precise measuring (optional)
•	 Wireless additional illumination
•	 Manual/automatic focus control

MOBILE pro is equipped with an integrated 12“ LCD monitor and a digital 
MPEG 4 recorder with frame by frame storage. The crawler and the camera are 
controlled via two multifunction joysticks. 

Equipment:
•	 7“ touch display and integrated foil keyboard
•	 SD-Card slot for video and photo recording
•	 Video output for external devices
•	 Swivel mount to cable drum Cubix 300
•	 USB port for macro and overlay control
•	 Inclination, temperature and laser measurement via external PC
•	 Dimensions: 420 x 320 x 160 mm
•	 Protection class: IP 52


